
DIESEL GENERATORS 

Genset
Model
(50Hz)

KVA @ 400V
50Hz 0.8 PE

Prime* Standby**Prime* Standby**

Genset Model
(60Hz)

KVA@480v
60Hz 0.8PE Engine

Perkins

Enclosure Unit Dimension Open Uit Dimension

L
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W
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H
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L
(mm)

W
(mm)

H
(mm)

Weight
(kg)

9
13

20.3
30
45
60
80

101.4
135
150
180
200
230
250
275
300
350
400
455
500
600
650
750
800

1022
1253
1505
1710
2058
2250

11.2
15.8

24.2
34.9
53.1
68.1
91.3

114.4
151.9
168

196.9
245
245
281
313
338
400
400
500
500
625
625
750
844

995
1253
1505
1710
N/A
N/A

12.4
17.5

26.6
38.2
58.7
75.1
100.3

1126.5
168.8
188

218.8
269
269
313
344
375
438
438
563
563
687
687
825
938

1097
1385
1669
1880
N/A
N/A

630
670
760

1188
1284
1319
1550

1126.5
1992
2066
2085
2932
2932
2932
3228
3228
3969
4111
4405
5641
5641
5717
7330
7330

10900
13942
15400
18500
19870
24000

1635
1635
1635
1935
1935
1935
2150
2150
168.8
2760
2760
269

3030
313

3061
3061
3515
3515
3515
3515
3450
3450
4120
4120
4650
4775
5170
5100
6000
7000

750
750
750
750
750
750
750
750

900
900
900

1060
1060
1060
1290
1290
1395
1395
1395
1395
1850
1850
2010
2010
2048
1808
2190
2205
2850
2850

1220
1220
1220
1430
1430
1430
1485
1485

1607
1682
1682
1850
1850
313

1850
1850
2204
2204
2204
2204
2340
2340
2450
938

2518
2400
2480
2875
3600
3600

340
419
503
759
854
890

11048
1222
1526
1600
1619
1998
1998
1998
2228
2228
3022
3097
3403
3536
4121
4198
5393
5393
8000
9000

10200
11500
14500
17000

2121
2121
2121
2315
2315
2315
2855
2855
3568
3568
3568
4322
4322
4322
4322
4322
5013
5013
5013
5013
5363
5363
5963
5963
20 feet ISO HQ Container
40 feet ISO HQ Container
40 feet ISO HQ Container
9000
12000
12000

882
882
882

1083
1083
1083
1155
1155
1155
1155
1155
4322
1463
1463
1463
1463
1663
1663
1663
1663
1663
1663
2063
2063

2350
3500
3500

1313
1313
1313
1391
1391
1391
1726
1391
1832
1832
1832
2080
2860
2860
2210
2210
2680
2680
2680
2680
2717
2717
3122
3122

3850
4000
4000

403A-11G1/403D-11G
403A-15G1/403D-15G

404A-22G1/404D-22G
1103A-33G

1103A-33TG1
1103A-33TG2
11104A-44TG2

1104C-44TAG2
1106A-70TG1

1106A-70TAG2
1106A-70TAG3

1506A-E88TAG1
1506A-E88TAG2
1506A-E88TAG3
1506A-E88TAG4
1506A-E88TAG5
2206A-E13TAG2
2206A-E13TAG3
2506A-E15TAG1
2506A-E15TAG2
2806A-E18TAG2

2806A-E18TAG2A
4006-23TAG2A
4006-23TAG3A

4008-TAG2A/TAG2
4012-46TWG2A
4012-46TAG2A
4012-46TAG3A

4016-TAG2A
4016-61TRG3

9.9
14.3

22.3
33

49.6
66
88

111.4
150
165
200
220
250
275
300
330
400
450
500
500
660
700
825
900

1093
1385
1656
1880
2263
2500

PI 12.4P
PI 17.4P

PI 26.6P
PI 38.2P
PI 58.7P
PI 75.1P
PI 100.3P

PI 126.5P
PI 169P
PI 188P

PI 218.8P
PI 563P
PI 269P
PI 313P
PI 344P
PI 375P
PI 438P
PI 438P
PI 563P
PI 563P
PI 687P
PI 687P
PI 825P
PI 938P

PI 1097P
PI 1385P
PI 1669P
PI 1880P

N/A
N/A

PI 9.9P
PI 14.3P
PI 22.3P
PI 33P
PI 49.6P
PI 66P
PI 88P
PI 112P
PI 150P
PI 165P
PI 200P
PI 220P
PI 250P
PI 275P
PI 300P
PI 330P
PI 400P
PI 450P
PI 500P
PI 550P
PI 660P
PI 700P
PI 825P
PI 900P
PI 1093P
PI 1385P
PI 1656P
PI 1880P
PI 2263P
PI 2500P

TECHNICAL DATA

Our products range from 7 KVA to 2500 KVA. P.I gensets 
are designed keeping your requirements in mind and 
using engines such as CUMMINS, PERKINS, KUBOTA & 
DEUTZ, and alternators, such as STAMFORD, LEROY 
SOMER & MECCALTE.

PI Mobile Lighting Towers coming 
with 4000 OR 6000 watts metal 
halide lamps. Anywhere you need: 
at sites, road constructions, emer-
gency requirements, airports, rental 
and mining applications. The light 
coverage is greater than 4000 m2 at 
an average of 20 lux.

PI made Containerized generators provide reliable 
power in harsh environmental conditions and 
strict acoustical requirements with ease of loading 
and transportation. 20ft and 40ft. standard or HC 
are the available options. Fully customized and 

Fields, Rental, Hybrid and Independent Power 
.)PPI( stnalP

PI diesel power generator sets remain the number 
one choice for delivering standby and emergency 
power for industrial, commercial and home users. 
Durability, quiet operation, low maintenance and 
longer life span are a few reasons which make 
them the preferred power source. Moreover, they 

-

LIGHTING TOWER

SILENT TYPE OPEN TYPE

CONTAINERIZED


